
 

 

 

Pre Cast Panel Yard Checklist 
 

Date: / / 

               Manufacturer’s Certificate of Compliance & Checklist Precast Wall Elements 

This is to certify that the concrete elements listed below have been manufactured in accordance with the approved shop 
drawings 

Client: _____________________________________________________________________________________ 

Site address: ________________________________________________________________________________________       

Project: _____________________________________________________________________________________________ 

 

 

 

1. Lifters have been checked for size and location as per approved shop drawings  

2. Lifters have been checked to ensure that lift capacity is stamped on exposed top 

3. Edge lifters installed with tension bar, in line with the manufacturer’s recommendations 

I,                                                                           on behalf of the manufacturer state that the panel/s scheduled above, have been 
manufactured according to the approved shop drawings, AS3850, the National Code of Practice for Precast, Tilt-up and 
Concrete Elements in Building Construction. 

 

Concrete strength as recorded on delivery docket:       40MPa        50MPa       65MPa       80MPa       other  

 

 
Lifting insert manufacturer _______________________________ Type ____________________ WLL _________________ 

(Lifters installed complete with tension bar, and shear bar installed in line with manufacturer’s recommendations) 

Signature: ______________________________________ Date: / / Position: _________________________ 

NOTE: Panels are to be handled, transported, and erected as per AS3850, and the National Code of Practice for Precast, 
Tilt-up and Concrete Elements in Building Construction. A copy of this Certificate and the manufacturer’s technical 
information about each element (including details of the correct rigging formation for each element) must be supplied to the 
builder (and crane crew) by the erection design engineer prior to panels being unloaded on site. 

 
The person completing and signing this certificate must be an engineer, a person qualified for corporate membership 
of the Institution of Engineers Australia (or equivalent) and be competent to practice in the design of precast concrete. 

 

Panel ID Number Casting 
date 

Constructed as per 
drawing  

Drawing 
Number 

Concrete 
specification for 
lifting (MPa) 

Curing time Hours 

      

      

      

      

      

      

      

               


